Technical Specifications

Front System
* Subs-4x KSCWwW118
* Tops-2xCM215
* Amp: 1x Labgruppen PLM10000Q

Front of house
FOH console:
* Midas Venice F32, 24 mono-channels, 4
stereo-channels, 4 subgroups, 2 FX sends
¢ 1 Klark teknik DN360 dual channel 1/3
octave, 30 band graphic equalizer
* 4x Rane GE27 Equalizers for monitoring

Monitoring
Amp:
* 2x Yamaha P3200

Monitors:
®* A4x Martin LE 1200s

Microphones/Dls
* Ox SM57
® 1x BetaS7
¢ 12x5M 58
* A4x BetaS8
* 3x Betab2
° 2x Beta 91A
* 2x AKG D-112
* 2x AKG SE300B
e 2x Neumann KM184
* 4x Sennheiser e604
* 2x Sennheiser eS04
¢ 2x Sennheiser e906
* 3x Sennheiser MD421
¢ A4x DI Klark
* 6x DI BSS
® A4x DIl Spare

FX units:
¢ TC Electronics M-ONE

Peripherals:
¢ 1xdbx 1074 Quad Gate
* 1x dbx 1046 Quad Compressor
s 1x dbx 266 XL Compresser/Gate

Stage
* 0.4mx6mx2.3m (h/w/d)

Venue
* 7m x 6m space for the crowd

DJ Equipment
* 1x Pioneer DIM 800
* 1x Pioneer DIM S00
¢ 1x Allen&Heath Xone92
* 1x Rane sixty-four (serato)
+ 2xCDJ 1000
* 2xCDJ 2000
* 3x CDJ 2000 NXS
¢ 2x Technics MK2
* 4x Technics MK5
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CONTACT: technik@dachstock.ch

Roessli , Reitschule Bern

LIGHTS TecH sPecs

FOH
Desk: Avolites Pearl 2000
3x DMX to Stage

DIMMER
2x Botex DPX-620 Ill 6-Channel Dimmer, 12 Channels

4x Scanner Trackspot High End Systems
8x PAR 64 500W / CP 62

4x PAR 64 500W / CP 60

8x ACL PAR 36

FLOOR
6x Ignition LED Studio PAR
1x Smoking Factory Tour Hazer 2

VISUALS

1x Projector: Optoma EP 762, 4700 Ansi/3000:1

VARIOUS
Lee Filters, Mirror Balls, Moltons, DMX, VGA Power Cables etc...

CHANNELS
1 Front Left
Front Right
3 Pinspot Mirrorball
4 PAR 64, Dusche (R)
5 P. O Q)
) PAR 64, Mid (S)
7 Fila
8 EH
9 Bl
10 C.)

1 B, K (ACL Mid)
12 A, L (ACL Side)



